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PREFACE

"If thou examinest a man having a crushed vertebra in his neck [and]
thou findest that one vertebra has fallen into the next one...; his
falling head downward has caused that one vertebra [to] crush into
the next one; shouldst thou find that he is unconscious of his two
arms and two legs because of it... An ailment not to be treated."

Imhotep in Case 33, The Edwin Smith Surgical Papyrus,
circa 17th Century B.C.

"At present and for the foreseeable future, quadriplegia can be
treated, at best, poorly. It should therefore be prevented when
possible."

Kemp Clark, M.D. in Youmans, Neurological Surgery, Vol.
4, 1982.

In the thirty-seven ccnturies between these two physicians' lives, medical

knowledge has burgeoned. This knowledge has helped triple average life expec-
tancy, eradicate killer epidemics and provide artificial organs and prosthetic
devices for routine use in humans. Despite this progress, our ability to treat
the neurological sequelae of cervical spine injuries is limited by several
inherent characteristics of the human nervous system. For example, an injured
neuron recuperates poorly, resulting in the permanent severe nerve damage of
quadriplegia. Also, the functional specialization of each neuron and the
complexity of the interconnections of the brain and spinal cord make substitu-
tion or transplanting of different neurons virtually impossible.

The operational Navy must deal with the costs of cervical spine injuries,
both with and without neurological damage. Certain naval personnel are prone
to cervical spine injuries aue to their duties. Aviators, a group with special-
ized and costly training are especially at risk. A review of Naval Safety
Center data from aircraft mishaps using che Information Retrieval System of
Aircrew Automated Escape Systems (AAES) developed at the Naval Weapons Engi-
neering Support Activity revealed some of the operational costs of cervical
injury [1]. Since 1978, acute cervical spine injuries resulting from aircraft
ejections caused eight fatalities, one permanent disability and 44 pilots to
lose work for more than one day. These statistics are based only on Flight
Surgeon Reports of aircraft mishaps involving ejections, and do not reflect
severe neck injuries unrelated to ejections, which can cause significant dis-
ability.

The costly effects of most disease can generally be controlled by both
prevention and treatment. For cervical spine trauma resulting in death or
quadriplegia, prevention continues to be the only treatment. Improving the
understanding of t-e mechanisms of cervical spine injury from biomechanical and
physiological perspectives is a crucial aspect of this injury prevention effort.

This is the first update of the initial summary of the best information
available relating to human tolerance to impact acceleration [2). This update
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emphasizes -Gx and 4Cy acceleration and includes a discussion and review of
injury producing exposures as well as recommending safe levels of exposure to
impact acceleration.

INTRODUCTION

The Aircrew Impact Injury Prevention program at the Naval Biodynamics
Laboratory (NAVBIODYNLAB) includes a group of Navy enlisted men who serve as
human research volunteers in a variety of impact experiments. These experiments
provide a quality data base for modelling human dynamic and pLsiological re-
sponses to impact and for establishing the relationship between dynamic response
parameters and injury. This information will be used by military and commercial
designers of emergency and protective equipment to develop and evaluate improved
life-protecting systems for short duration (impact) acceleration exposures.
Improved protection should significantly decrease the morbidity and mortality
associated with escape and recovery systemq.

Human volunteer impact acceleration experiments must he conducted at
levels of acceleration that may produce discomfort yet have an acceptably low
probability of producing any permanent or nonreversible injury. Impact levels
that produce human injury and their correlation with dynamic response parameters
must be inferred from experiments with human surrogates or from accident
epidemiology data. The candidate human surregates or analogues are human
cadavers, animals with morphology similar to humans, and mathematical models.
Each of these surrogates may provide valuable and complementary information
concerning injury mechanisms and their correlation with human dynamic response
data.

Safety requirements for volunteer experiments result in recommended
acceleration exposure limits that are below acceptable operational levels. This
is an important distinction. Safe experimental limits can be considered a level
below which there is negligible risk of any serious injury. Survivable limits
which may permit severe injury provide an upper level for acceptable operational
exposure. The objective of the review and analysis included in this report and
future updates is to narrow the gap between these upper and lower limits to the
maximum extent possible. This information will prove valuable to those con-
cerned with ensuring that Navy and Marine Corps personnel can safely and
effectively accomplish their mission.

HUMAN ACCELERATION

EVALUATION OF NAVBIODYNLAB EXPERIMENTAL SEVERITY AND RISK

The single most important consideration in impact experiments is to
conduct them in a manner which minimizes the risk of any permanent or nonrever-
sible injury to the subject, while providin- valid information required to meet
program objectives. To obtain valid and meaningful data, some acceptable risk
of injury to the human subject must be defined. The goal at the NAVBIODYNLAB
is not to expose human volunteers to impact levels that have a high risk of
producing injuries or that compromise the future health and well-being of the
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subjects. This policy contrasts with operational conditions, where tolerance
levels for crash survival may permit injury levels which are not acceptable for
human experiments conducted in a laboratory. Examples of unacceptable injuries
are: any bone fractures; vertebral dislocations; disc herniations or fracture
of dLsc endplatis; ligament avulsion; serious disruption of blood vessels;
damage to internal viscera tr supporting ligaments that result in any chronic
impairment of health or loss of function. However, experiments may produce
minor injuries such as muscle sorer.ess, acute tissue strains, external fascia
abrasions and contusions due to restraint interfaces with the subject. Other
examples of acceptable injuries are: short-duration mild headaches; brief
periods of bradycardia (i.e., a few complexes) or tachycardia occurring im-
mediately after the impact exposure which progressively return to normal rates;
other anomalies or arrhythmias in the EKG complex not considered medically
significant which return to normal in a brief period. Brief "stunning" or mild
concussion similar to that observed in sports activities, which is free of
residual medical effects, is also acceptable in impact research.

The severity of an abrupt acceleration exposure is a complicated function
of the duration and magnitude of the acceleration pulse, the direction of the
acceleration vector relative to the anatomical axes, and the restraint of the
human subject. For simple, unimodal acceleration profiles, severity is a
function of one or more of the following variables:

(1) Direction of acceleration relative to the subject's anatomy;

(2) Peak level of the acceleration pulse;

(3) Rate of onset of the acceleration pulse (how rapidly the
acceleration rises to its peak level);

(4) Duration of the acceleration pulse (the length of time the
acceleration remains above a fixed fraction of its peak
level);

(5) Rate of offset of the acceleration pulse (how rapidly the
acceleration falls from its peak level);

(6) The subject's posture and restraint;

(7) The static and dynamic tension of the restraint prior to
impact.

The interactions of these variables are complex. Variables (1) - (5) define
severity levels only when the human subject is restrained in a consistent and
repeatable fashion.

EXPOSURES EMPLOYED IN PREVIOUS RESEARCH WITH HUMAN SUBJECTS

Experimental data and medical effects from past experiments at the
NAVBIODYNLAB provide a basis for recommending other experiments which do not
exceed these previous impact levels. Tables 1-3 present summaries of the
results from the most severe tests conducted at NAVBIODYNLAB.
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Table 1 lists the parameters describing the sled acceleration profiles for
these tests. The number of subjects, initial conditions, and restraints are
also defined in this table.

Table 1: Most Severe NAVBIODYNLAB Test Conditions

I -------- SLED ACCELERATION ---- I FNDSTROKE
DIRECTION PEAK ONSET DURATION VELOCITY NO.OF REMARKS

(g) (s/a) (ma) (m/s) SUBJ.

-X 15.9 1522 99 18.0 13 EBO - Eyeballs out

-X 15.G 484 93 18.0 17 EBO
-X 15.5 2129 25 4.2 11 EBO
+Y 7.2 693 78 6.3 20 EFR - Eyeballs right

+Y 7.2 162 66 6.5 29 EBR

+Y 11.3 1433 28 3.5 20 EBR

-X+Y 7.1 784 105 8.9 13 EBOR - Eyeballs out & right
-X+Y 9.1 899 87 9.0 5 EBOR

-X+Y 11.4 342 101 14.9 3 EBOR

-X+Y 9.2 235 74 9.0 19 EBOR

-X+Y 13.0 1987 27 3.8 16 EBOR

RESTRAINT:

-X: Seated upright, shoulder and lap belts, inverted v pelvic strap attached

to lap belt.
+Y, -X+Y: Additional padded sideboard against right shoulder.

Table 2 contains torques and forces at the head-neck joint (occipital
condyles1 ) for tests involving the most severe g levels used at NAVBIODYNLAB.
These parameters which relate to injury tolerance are derived from measurements
made on the head and neck during these tests.

Table 2: Estimated Force, and Torques at Condyles (Head-Neck Joint)

------- SLED ACCELERATION ---- I ENDSTROKE MAXIMUM FORCES* MAXIMUM TORQUES**

DIRECT'N PEAK ONSET DURATION VELOCITY Fx Fy Fz FR Tx Ty Tz TR

(W) (g/s) (ms) (mis) (N) (N) (N) IN) (Nm) (Nm) (Nm) (Nm)

-X 15.6 539 89 17.6 -1000 <100 -750 1200 -60 60
+Y 7.1 167 75 6.9 -260 400 -305 490 -33 -15 11 35

+Y 11.2 1349 28 3.5 -194 294 -322 415 -21 -6 8 22

-X+Y 11.4 337 101 14.9 -675 363 -620 900 -31 -45 12 50
-X+Y 13.1 1972 26 3.8 -341 255 -205 448 -25 -27 16 36

Peak forces for each direction and peak resultant force are given in Newtons. One Newton is

equivalent to .22 lb.
**Peak torques for each direction and peak resultant torque are given in Newton-meters. One

Newton-meter is equivalent to .74 ft-lb.

1
The occipital condyles are at the base of the skull and rest on the superior facets of the first cervical

vertebra (Cl).
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Table 3 shows the peak angular acceleration, angular velocity, and linear
acceleration for representative NAVBIODYNIAB maximum severity exposures [3] in
the -X and +Y directions. These data are used to define tolerance levels based
on shear failures.

Table 3: Average Peak Resultant Head Kinematic Values

DIRECTION ANGULAR ANGULAR LINEAR PEAK SLED

ACC.L. VELOCITY ACCEL. ACCEL.
(rad/s

2
) (red/s) (m/a

2
) (g)

HOLD HOSD LOLD HOLD HOSD LOLD HOLD HOSD LOLD

-X 1800 1600 1600 35 27 35 285 200 245 15

+Y 1030 860 900 26 20 24 130 78 123 7

+Y 1600 32 115 11

-X+Y 1107 28 200 11

-X+Y 1384 28 174 13

HOLD: High onset (2000-20000 g/s), long duration (60-120 ms)

HOSD: High onset, short duration (20-35 ms)

LOLD: Low onset ( < 2000 gls), long duration

MEDICAL FINDINGS

The summarized medical findings in the NAVBIODYNLAB impact exposure data
include:

(1) Headache was the most common finding immediately after impact,
and reflects exposure severity in both the -X and +Y directionE. The headaches
were occasionally severe for up to one minute, but always diminished with no
sequelae.

(2) Muscular myalgia was common on the side of the neck opposite
head motion for exposure in the +Y direction. These neck problems have not been
observed in the -X direction. One subject, tested in the -X+Y direction had a
sore neck that persisted for two weeks before recovery. Subsequent medical

2
examinations, as part of the NAVBIODYNLAB long-term follow-up program , revealed
no sequelae in this subject.

(3) Cardiac findings for the -X and +Y directions were mostly
medically insignificant [4].

(4) One subject had pain radiating to his left arm after a +Y
expost-re. This condition was diagnosed as a stretched brachial plexus. He
recovered with no sequelae.

2 Eighty percent of the subjects with the highest cumulative exposures are 'rought back after a period of

three to five years and give. the same medical examination that was given at their entrance and discharge
from the program.
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Some additio +Y impact data from experiments conducted at other
laboratories are avaxiable [5]. In most of these experiments, the head and neck
were restrained and the subjects were exposed to high g-levels (20-30 g) without

injury. In one series of NAVBIODYNLAB experiments [6], human subjects were
exposed to +Y impact levels of 12 g with upper torso restraint and to 9 g without
upper torso restraint. Head and neck restraints were not used for Lither of
these exposures. Although no permanent physiological effects were noted in these
experiments, physical complaints (such as neck stiffness) occurred after most
tests above 6 g. Therefore, with the head and neck unrestrained, head angular
deflection should be considered the limiting safety factor.

The "Eiband curves" [7] for human wholebody tolerance to impact ac-
celeration exposures are based on work with humans and chimpanzees carried out
ir. the late 1950's. These frequently referenced [e.g., 8] curves summarize
estimated Gx tolerance levels with the torso under restraint conditions similar
to the experiments conducted at the NAVBIODYNLAB suggesting that these exposures
are tolerated by the head and neck as well. These estimates can be summarized
as follows for the -X direction:

35-40 g (onset <1000 g/s)
30 g (onset >1000 g/s), duration < lOOms
20-25 g, duration > 200 ms

Moderate head-neck related dysfunction (occasional stunning) has been reported
as low as 12 g with onset and duration 226 g/s and 106 ms respectively [9]. More
severe stunning and disorientation lasting 10 to 15 seconds post-impact were

reported at 20 g ([10] as cited in [9]).

It is important to note that these data were obtained using decelerative
devices which may have provided significant dynamic preload protection [11] when

compared to the non-preload impact delivered in the NAVBIODYNLAB experiments.

INJURY CRITERIA

Linear acceleration

Many injury criteria have been developed relating the acceleration profile
of the head to survivable head injury. One excellent discussion describing the
supporting models and definitions of many of these head injury-related criteria
is available [12]. Most linear acceleration criteria were originally derived
from the Wayne State Tolerance Curve (WSTC) [12]. The WSTC uses skull fracture
as the criterion for injury and has little value in assessing the effect of
indirect impact to the head as experienced in the experiments at NAVBIODYNLAB.
Another commonly used criterion, the Gadd Severity Index (GSI) has been extended

to assess the effects of indirect impact. Discussions of the origin and

important limitations of this particular index are available [12, 13, 14].

The linear relationship between intracranial pressure and peak accelera-
tion [15] suggests that acceleration and duration may be better indicators of
injury than the GSI which is computed using acceleration raised to a power.
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Angular acceleration and velocity

Angular acceleration and velocity have been incorporated in a model of head

injury based on shear stress [13]. The tolerance criteria developed from this

model used data from rhesus and squirrel monkey experiments. These data were

scaled to humans using brain mass ratios and a shear failure model. Limiting

values were determined fo angular acceleration and velocity which predicted a

50% probability of concussion (without direct impact to the head) in humans

having a brain mass of 1.3 kg. Though the scaling of the model to humans is not

validated, these values were suggested as possible tolerance levels.

Index Injury Level References

Angular acceleration < 1700 - 1800 rad/s 2  [13, 16]

Angular velocity < 20 - 30 rad/s [13, 16]

From Table 3, the NAVBIODYNLAB average maximum peak angular acceleration

during the 41 -15 Gx tests was 1800 rad/s 2 , which produced no detectable concus-

sion. This indicates that the suggested limits on angular acceleration and

velocity are far too conservative. This is also supported by Col. JohlL Stapp's

test exposure on the rocket sled at -45.4 Gx [17] which produced no central

nervous system injury. For indirect impact in the +Y direction, NAVBIODYNLB

data on the unrestrained head and neck indicate that neck-related problems such

as severe strains precede head injury, and therefore neck injury is the limiting

factor in defining maximum impact exposures.

Forces and torques

The human head has a mass of approximately 4.5 kg with an internal brain

mass of approximately 1.3 kg. The base of the skull (the occipital condyles)

rests on the superior facets of the atlas (Cl). Head loads are transmitted

through the cer-ical spine, thoracic spine, and lumbar spine to the pelvis. With

a fully restrained torso, the head loading of the cervical spine produces injury

by producing neck forces and moments which exceed the neck's injury colerance

limits.

Injury thresholds for the neck [13, 18, 19, 20, 21] are expressed in terms

of the equivalent torque at the occipital condyles and the shear and axial forces

at the condyles. The equivalent torque at the condyles is the torque that th

neck produces on the head that is consistent with the mass distribution

properties of the head (mass, moment of inertia, center of gravity), the location

of the head-neck joint (condyles), and the observed kinematic motion of the head.

The equivalent torque is sensitive to the location of the head center of gravity

relative to the condyles. This is a significant factor in limiting the precision

of computing torque thresholds. The force components are robust and not

sensitive to geometric configuration factors. Suggested injury threshold levels

use data from static tests on living human volunteers, and dynamic tests on human

volunteers and human cadavers. Published r'.ta [18, 21, 22] indicate that injury

thresholds based on cadaver experiments are -pproximately 50% to 100% greater

than thresholds based on the limits of voluntary human tolerance.
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All cervical joints, from the atlanto-occipital joint to C7-Tl, have some
degree of flexion-extension and lateral bending [23, 24, 25]. All joints except
the atlanto-occipital joint also have some capacity for axial rotation. The
normative limits of these ranges of motion should not be exceeded. Extensions
should be kept within 60 degrees [24 J. Lateral flexion should be kept within
52 degrees [20]. Axial rotations should be kept within ±47 degrees for CI-C2
(atlas-axis) and ±94 degrees fir Cl-C7 [23].

Based on work with human volunteers and the Hybrid III dummy, the tension,
compression and shear loads for injury
of the cervical spine have been deter-
mined [201 and are shown in Figure 1. 5_
Additionally, injurious torques are -sheo--- tens, C

identified [21] as: 4conessor

Cl (condyles): 3 - .

flexion 190 Newton-meters (Nm) .
extension 57 Nm Z 2

lateral >57 Nm, <190 Nm -

C7/Tl:
flexion 380 Nm
extension 114 Nm I
lateral >114 Nm, <380 Nm G o 2o 4 C

Axial tension forces are gener-
ated at the spinal ligaments during
neck movements. The static force to Figure 1: Suggested spinal force-time
failure of cadaveric cervical ligamen- limits for injury assessment [20).

ts [26j has been measured in detail.
These ligaments are necessary for sta-
bilizing the cervical ve-tebrae and for protecting the spinal cord [27] and in
dynamic tests to failure, anterior ligaments routinely fail before posterior
ligaments [28]. Adequate models for transferring this information to useful
estimates of injury thresholds are lacking.

SUMMARY

The tolerance levels for living human volunteers are defined and deve.oped
only for minimum risk injury. Human volunteers are not intentionally exposed
to impact levels that have a high risk of producing injuries or that compromise
the future health and well-being cf the subjects. This policy contrasts with
operational conditions, where tolerance levels for crash survival may permit
injury levels which are not acceptable for human experiments conducted in a
laboratory. Consequently, safety requiremeits for volunteer experiments may
result in recommended exposure limits that are below survivable acceleration
levels. This is an important distinction. Safe experimental limits can be
considered a level below which there is negligible risk of any serious injury.
Survivable limits which may permit severe injury provide an upper level for
operationally permissible exposeire.
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The experimentally safe levels of impact, derived from a variety of
sources, are suggested as guidelines for torso-restrained volunteers, where the
freely moving head and neck are the anatomical segments most at risk. These safe
guidelines for the -X, +Y and -X+Y directions are:

SLED ACCELERATION SLED END STROKE
DIRECTION PEAK (g) DURATION (ms) VELOCITY (m/s)

-X 16 100 18
+Y 7 <80 <7
+Y 12 <30 <4

-X+Y 11 100 15
-X+Y 13 <10 <4

These recommended limits are no greater than the maximum exposures already
experienced by NAVBIODYNLAB subjects. No injuries have been sustained at these
levels. The limits in the +Y and the -X+Y direction are due to potential severe
neck strain. This condition was related to the maximum head angle relative to
the neck angle, and can be controlled by limiting the endstroke velocity as the
g-level is increased. This is reflected in the two sets of limits for these
directions.

Based on review of non-NAVBIODYNLAB data some additional information
regarding -X exposure is available. Occasional mild stunning occurs at 12g [9],
severe stunning at 20g ([10], as cited in [9]), and vertebral fractures and shock
at 34g [11]. These data suggest that an operational limit in the -X direction
might be 20g for effective post-impact mission survivability.

REFERENCES

1. Aircrew Automated Escape System In-service Data Analysis Program Briefing
Book, Naval Weapons Engineering Support Activity, Information Systems Department,
Analytical Systems Division, Washington, DC, 1983.

2. Weiss, M. S. and Lustick, L. S., Guidelines for Safe Human Exposure to Impact
Acceleration, Research Report No. NBDL86ROO6, Naval Biodynamics Laboratory, 1986.

3. Ewing, C. L., Thomas, D. J., and Lustick, L., "Multiaxis Dynamic Response of
the Human Head and Neck to Impact Acceleration," Models and Analogues for the
Evaluation of Human Biodynamic Response Performance and Protection. AGARD
Conference Proceedings CP-253, Neuilly sur Seine, France, 1979, pp. A5-1, A5-
27.

4. Majewski, P. L., Borgman, T. J., Thomas D. J., and Ewing, C. L., "Transient
Intraventricular Conduction Defects Observed During Experimental Impact in Human
Subjects," Models and Analogues for the Evaluation of Human Biodynamic Response,
Performance and Protection, AGARD Conference Proceedings CP-251, Neuilly sur
Seine, France, 1979, pp. A6-1, A6-11.

9



5. Stapp, J. P. and Taylor, E. R., "Space Cabin Landing Impact Vector Effects

on Human Physiology," Journal of Aerospace Medicine, Vol. 35, No. 12, pp.

1117-1132, 1964.

6. Ewing, C. L., Thomas, D. J., Lustick, L. S., Muzzy, W. H., Becker, E. B., and
Jessop, M., Dynamic Response of Human and Primate Head and Neck to +Gy Impact
Acceleration, Final Report, DOT-HS-4-00852, January, 1977.

7. Eiband, A. M., On Hwuan Toler,,ce to Rapidly Applied Accelerations, NASA

Memorandum 5-10-59E, Cleveland, Ohio, June, 1959.

8. Webb, P. (Ed.), Bioastronautics Data Book, NASA SP-3006:5-4-I0, Washington,
DC, 1964.

9. Hearon, B. F. and Brinkley, J. W., "Psychomotor Performance After Forward-

Facing Impact," Aviation, Space and Environmental Medicine, Vol. 56, No. 11, pp.
1043-1051, 1985.

10. Rhein, L. W., and Taylor, E. R. , Increased Skeletal Muscle Activity Following
Impact, Report No. ARL-TDR-62-26, 6571st Aeromedical Research Laboratory, 1962.

11. Hearon, B. F., Raddin, J. H. Jr., Brinkley, J W. , "Evidence for the
Utilization of Dynamic Preload in Impact Injury Prevention," Impact Injury Caused
by Linear Acceleration: Mechanisms, Prevention and Cost, AGARD Conference

Proceedings, CP-322, Neuilly sur Seine, France, 1982, pp. 31-1, 31-14.

12. Sances, A. Jr. and Yoganandan, N., "Human Head Injury Tolerance," In A.
Sances, Jr., D. J. Thomas, C. L Ewing, S. J. Larson, and F. Unterharnscheidt,

(Eds.), Mechanisms of Head and Spine Trauma, Aloray, Goshen, New York, 1986, pp.

189-218.

13. Prasad, P., Melvin, J. W., Huelke, D. F., King, A. I., and Nyquist, G. W.,
"Review of Biomechanical Impact Response and Injury in the Automotive Environ-

ment: Head," Advanced Anthropomorphic Test Device (AATD) Development Program -
Phase 1 Reports: Concept Definition, U.S. Department of Transportation, National
Highway Traffic Safety Administration, Washington, D.C., 1985.

14. Gadd, C. W. , "Head Injury Discussion Paper," In A. K. Ommaya, (Ed.), Head and

Neck Injury Criteria; A Consensus Workshop, National Highway Traffic Safety
Administration. Washington, DC, 1981, pp. 177-183.

15. Nahum, A. M. and Ward, C., "Mechanisms of Head Impact Injury and Modifica-

tion by Helmet Protection," Impact Injury Caused by Linear Acceleration:

Mechanisms, Prevention and Cost, AGARD Conference Proceedings. CP-322, Neuilly
sur Seine, France, 1982, pp. 2-1, 2-29.

16. Ommaya, A. K., "Biomechanics of Head Injury: Experimental Aspects," In Nahum,

N., A. and Melvin, J., (Eds.), The Biomechanics of Trauma, Appleton-Century-
Ci-ofts, Norwalk, Connecticut, 1985, pp. 245-269.

10



17. Stapp, J. P., "Human and Chimpanzee Tolerance to Linear Decelerative Force,"
In A. Sances, Jr., D. J. Thomas, C. L. Ewing, S. J. Larson, and F.
Unterharnscheidt, (Eds.), Mechanisms of Head and Spine Trauna, Aloray, Goshen,
New York, 1986, pp. 1-46.

18. Brinn, J., Eppinger, R., Hodgson, V. R., Melvin, J. W., Mertz, H. J., Pike,
J., and Prasad, P., Human Tolerance to Impact Conditions as Related to Motor
Vehicle Design, SAE Information Report SAW J885 JUL86, Warrendale, PA, 1986.

19. King, A. I., "The Vertebral Column: Experimental Aspects," In A. M. Nahum and
J. Melvin (Eds.), The Biomechanics of Trauma, Appleton-Century-Crofts, Norwalk,
Connecticut, 1985, pp. 245-269.

20. Nyquist, G. W. and King, A. I., "Review of Biomechanical Impact Response and
Injury in the Automotive Environment: Spine," Advanced Anthropomorphic Test
Device (AATD) Development Program - Phase I Reports: Concept Definition, U.S.
Department of Transportation, National Highway Traffic Safety Administration,
Washington, D.C., 1985.

21.Melvin, J. W., King, A. I. and Alem, N. M., "AATD System Technical
Characteristics, Design Concepts, and Trauma Assessment Criteria," Advanced
Anthropomorphic Test Device (AATD) Development Program - Phase 1 Reports: Concept
Definition, U.S. Department of Transportation, National Highway Traffic Safety
Administration, Washington, D.C., 1985.

22. Sances, A., Jr., Myklebust, J., Houterman, C., Weber, R., Leprowski, J.,
Cusick, J., Larson, S., Ewing, C., Thomas, D., Weiss, M., Berger, M., Jessop,
M. , and Saltzberg, B., "Head and Spine Injuries," Impact Injury Caused by Linear
Acceleration: Mechanisms, Prevention and Cost, AGARD Conference Proceedings CP-
322, Neuilly sur Seine, France, 1982, pp. 13-1, 13-34.

23. Garfin, S. R. and Katz, M. M. , "The Vertebral Column: Clinical Aspects," In
A. M. Nahum and J. Melvin (Eds.), The Biomechanics of Trauma, Appleton-Century-
Crofts, Norwalk, Connecticut, 1985, pp. 301-340.

24. Panjabi, M. M. , Wetzel, T. and White, A., "Biomechanics of Spinal Injuries,"
In A. Sances, Jr., D. J. Thomas, C. L. Ewing, S. J. Larson, and F. Unter-
harnscheidt, (Eds.), Mechanisms of Head and Spine Trauma, Aloray, Goshen, New
York, 1986, pp. 237-264.

25. Jofe, M. H., White, A. A. and Panjabi, M. M. , "Kinematics," In R. W. Bailey,
(Ed.), The Cervical Spine, J. B. Lippincott Company, Philadelphia, Pennsylvania,
1983, pp. 23-35.

26. Myklebust, J. B., Pintar, F., Yoganaandan, N., Cusick, J., Maiman, D., Myers,
T., and Sances A., Jr., "Tensile Strength of Spinal Ligaments," Spine, Vol. 13,
No. 5, pp. 526-531, 1988.

27. Johnson, R. M. and Wolf, J. W., Jr., "Stability," In R. W. Bailey, (Ed.), The
Cervical Spine, J. B. Lippincott Company, Philadelphia, Pennsylvania, 1983, pp.
23-35.

11



28. Sances, A. , Jr. , Mykiebust, J. , Cusick, J. , Weber, R. , Houterman, C.
Larson, S. , Walsh, P. , Chilbert, M. , Prieto, T. , Zy,.oloski, M. , Ewing, C.,
Thomas, D. , and Saltzberg, B. , "Experimental Studies of Brain and Neck Iniury,"
Proceedinp-s of the 25th StappR Car Crash Conference, Society of Automotive
Engineers, Warrendale, PA, pp. 149-194, 1981.

12


